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USER MANUAL / MANUAL DE USUARIO



About This Manual

Thank you for purchasing the Qian DAYIN 80 thermal and
receipt printer.

This manual can help you learn how to use the product
efficiently. Please read it before using the product and keep
it for future reference.

Note

Due to our constant efforts to improve product function and
performance, our company reserves the right to change
the hardware and software specifications in the manual
without prior notice.

If you find any error or omission in the content of this ma-
nual, please contact us for proper advice, thank you very
much.

Without the prior written authorization of our company,
the contents of the corresponding manual attached to the
product must not be reproduced, transmitted, transcribed,
stored, etc.

Statement

This is a type A product, it may cause radio interference in
your environment, if this device causes interference that is
undesirable please consider the use of the product where
it does not interfere with other devices.



Safety Precautions

This section presents important information intended to
ensure safe and effective use of this printer.

WARMING:

A Scratch Warning: Never try to touch the auto cutter or
jagged teeth.

A Scald Warning:To avoid been burned, please do not
touch the printer head.

A Shock Warning:Please cut off the power before you
Plug/Unplug the power cable from the printer.

Cautions:
1) Please apply the power adapter to a stable voltage (110-
220V ), please do not use other devices on the same power

outlet to avoid voltage fluctuation.

2) Install the printer on a flat and stable surface to avoid prin-
ter suffered from any vibration and shocks.

3) If water or other liquid spills into the printer, unplug the
power cord immediately and contact your dealer or service
center for advice.

4) Disconnect the power cord if the printer is idle for a long
time.

5) Please ensure the switch button is “off’before you plug the
power cord.



6) The printer should only be disassembled or repaired by a
technician.

7) Please strictly follow the recommended use tips of this
manual.

1.Product Information

Main features of the DAYIN 80 thermal printer

High-quality printing,High-speed and strong stability;

Interface ( Serial RS232 / RJ45 Ethernet / USB / Blue-
tooth/ WiFi )

Android device can be supported if connect with USB /
Bluetooth/WiFi methods;

IOS device can be supported if connect with RJ45
Ethernet / Bluetooth/WiFi method




1.1 Technical Parameters and Features

Printer Method Line Thermal

Print Speed 300mm/sec (8011l type) ;250mm/sec (80-I1 type)

Fonts Simplified Chinese 24x24 point. support GB18030 font
library,support Taiwan and HK traditional(complex font),
Korean and Japanese
576dot/line or 512dot/line ANK Character

Character Size Font A:12*24dot,1.5(W)*3.0(H)mm
Font B:9%17dot,1.1(W)*2.1(H)mm
FontC:9*24dot, 1.1(W)*3.0(H)mm
Simplified/Traditional:24*24dot,3.0(W)*3.0(H)mm
0EM437/Katakana/OEM850/0EM860/0EM863/0EM865
WestEurope/Greek/Hebrew/EastEurope/Iran/W-

Extended Character PC1252/0EM866/0EM852/0EM858/Iranll/Latvian/

Table Arabic/PT151,1251/0EM747
/WPC1257 Vietnam/OEM864/Hebrew/WP(1255/Thai

Logo / Trademark Download and printing support

Interface Serial / USB / Ethernet / Bluetooth / WIFI( option)

Print Command ESC/POS Command

Roll Width 79.5:£0.5mm(Print Width72mm)

Roll Diameter 80mm

Paper Thickness 0.06-0.08 mm

Power Supply DC24V/2.5A

Auto Cutter Full / Partial Cut

Codes type UPC-A/UPC-E/ JAN13(EAN13) / JANS(EANS) / CODE39 /
ITF / CODABAR / CODE93 / CODE128 / QR CODE

Temperature 0-45°C

Contrast Humidity 10-80%

Driver Win2000 / Win2003 / Win XP / Win Vista / Win7 / win8 /

win10/ Linux




2.Communication Ports

2.1 Universal Serial Bus (USB Port)

Connect the printer with the standard usb cable(usb device
types are automatically) , once printer is connected with the
PC, install the driver , then choose the corresponding port
accordingly.

2.2 RJ45 Ethernet Port (10M/100M) (suitable for 80-lll type)
With this port, we can use the network cable and connect
the computer directly, communication and the port number
is 9100;

2.3 RS232 Serial Port
RS-232 is developed according to the EIA standard asyn-
chronous transmission, the specification as following:

« Data transmission: serial interface
» Synchronization: asynchronous

« Signal Level: +5.4V Serial RS232 Level,logic 1:-5.4v, logic
0: +5.4V

* Hardware Flow Control: Hardware

» Baud Rate:9600bps to 115200bps( Optional )

« Data Length: 8 Bits

« 1bit Stop Bit: 1Bit

« Parity: None

The wiring method of the serial interface printer following the
standard rules of Serial Interface EIA standard. Consumer
can get the current default baud rate from “ Print Test Page

“and also can adjust the baud rate via DIP switch ( DIP switch
is on the bottom of the printer )



3.Basic Function Operation

3.1 Indicator Light & Printer Status

The printer has 3 Led Indicators( Power / Error and Paper
Out ),Power indicator will lights o n once power is plug-
ged in. And Error Led will lights on when any error arose (
Paper Out / Temperature is too high / mal-position of the
carriage unit on the print head ); We can press the “FEED”
button to test the paper feeding function if the power indi-
cator looks well.

3.2 Printer Operation
» Switch on: Ensure the adapter properly connected with the
printer, press the switch on the “1”position, printer turns on.

» Switch off: Press the switch on the other side “O”.

» Paper Feeding: Press “ FEED” button when powers on,
paper will keep running & stop to run when loosen this bu-
tton.

» Self Printing Test : Switch off the printer then press
“FEED” button and do not release. Press the “POWER”
button at the same time till the “ PAPER OUT” indicator
on, release the button then we can read the current setting
from the test page.

» Hexadecimal printing:Power off the printer, press “FEED”
button & do not release, press “POWER” button at the
same time until the “ PAPER OUT” indicator on, release
the “FEED” button about 3 seconds after the “ PAPER
OUT” indicator off , then the printer run into Hexadecimal
printing model. The way to quit Hexadecimal printing mo-

del is just restart the printer.



4.Cleaning Of the Printer

We need to clean the print head if problems as below.

1. Printing is not clear, but thermal paper is ok.

2. Some columns on the printed pages are not clear.
3. Alimentacion de papel ruidosa.

Cleaning steps

1. Turn off the power,open the printer cover and take off
the paper roll.

2. We have to wait for a while if we just finished the printing.
3. Use a soft brush or wrung-out ethanol immerged cotton
to clean the print head. Remember to turn on the gear whi-
le lubricating to ensure a completely lubricated;

4. Close the cover once cleaning done and try it later.
Cautions:

Make sure the power of the printer is turned of during the
maintenance.

Hands or other metal tools away from the surface of the
printer head,do not use tweezers to scratch the surface of

the printer head and other sensitive parts.

Do not use gasoline,acetone and other organic solvents
for printer head cleaning.



5.Installation Wizard

5.1 Hardware Connection

Ensure all the cables connected correctly( e.g. Adapter /
Interface Cables / RJ-11 cable ) . Open the cover and load
the paper rolls and cartridge ( Paper Loading Direction as

below ).
4 X

5.2 Driver Installation

1,Enter the DC driver,click the related files(printer driver
software of 58mm/80mm series)and install.the installation
language will be shown as below.

% User Account Control ==

| 47 Do you want to allow the following program from an
/" unknown publisher to make changes to this computer?

e POS Printer Drives
Unkno
Hard dri

up V11.3.00.exe

¥/ Show details Yes No




Select Setup Language - X5 |

| [d]| Select the language to use during the
installation:

|

w [Englsh ~|

2 - Select the language you need and click the button

"Confirm”,and show the imgae as below,then click the bu-
tton"next step.

§8 Setup - POS Series Printer Driver

Welcome to the POS Series
Printer Driver Setup Wizard

This wil install POS Series Printer Driver verson 11.3.0.00n
your computer.

Itis recommended that you dlose all other apolications before
continuing.

Click Next to continue, or Cancel to ext Setup.

[ next> | [ concel

3 - Please read the related terms carefully,and install it as
agreement as below



§8 Setup - POS Series Printer Driver -
Printer

Blease read the following Licerse Agreement. You must accept the terms of ths
agrecment before continang with the installstion

[SOFTWARE L

ISE AGREEMENT x

IMPORTANT - PLEASE READ CAREFULLY! The POS Printer Series Printer Driver
oftware you are about to download wil be icensed to you, the

nstal or downio:
f download n order to actvate the I

ninety (30) day warranty

© 1accept the agreement
1do not accept the agreement

<Bock (][ Mext> Cancel

4 - Click’next step” ans show as below(customer is available
for modifying channel of driver installation or default one).

#8) Setup - POS Series Printer Driver =

Printer

Setup wil install POS Series Priter Driver into the following folder

To continue, cick Next. If you would fike to select a dfferent folder, dick Bromse.

C:\POS Printer Driver ¥11.3.0.0 Browse. .

Atleast 13,3 M8 of free dsk space is required.

<Badk Mext > Cancel

5 - Click the button”next step”again and show as below and
install it:




§8) Setup - POS Series Printer Driver =
Printer

Click Instal to continue with the nstallstion, or clck Back if you want to review or
change any setbngs.

Destniation kocatin:
C:\POS Printer Driver V11.3.0.0

6 - After installation,the related interface will be shown as
below,select operation system of your computer and prin-
ter model,click”"USB port for testing”, if you communication
with USB port, USB port of computer will be identified auto-
matically .Click he button’next step”and install continuous-
ly as below :

%8 Oriver setup and config o

Select Operating System

™ Windows 2000 © Windows XP  Windows 2003
Windows Vista & Windows 7 Windows 8

€ Vindows 10

Select Pirter  [FOS30 Senes Prter  ~]

Prnter Post Settings

o —

s [ = —
o [ e [
2 m—

L 7 Setos defout prrter W Ceate Shotcuts




7 - Click the button”Start Installation” and shown as below.
And select installation:

58 Driver setup and config S |

] Selac Comalica S

1@ Windows Security

= Don'tinstall this driver software
& your manufacturer s website for updated driver sftware

You should ch
for your device.

er software anyway
aimed from your manufacturer’s web
e from ather saurces may harm ya

2 install this dr.

v Seedetsils

¥ Sat as dofauk pivter ¥ Create Snodcuts

] |

8 - Finish the driver installation as below.

General [ Shamg | Pots | Advanced | Color Management | Secury | Device Setings
- Jpos-20}
Location:
Comment
Model: POS-8011300
Features
Color: No Paper available
Double-sided: No ZPrinter Paper(80(72) x 3276mn  ~
Staple: No
Speed: Unknown
Maximum resolution: 203 dpi




5.2.1 USB Port Connection ( If your desired port is USB ).
1: Open “ Properties “ then choose “ Ports ”

=0 POS-80 Properties — (S5

General | Sharing | Ports [ Advanced [ Color Management | Securty | Device Settings

|

|| s pose0

Print to the following port(s). Documents will print to the first free
checked port.

Port Description Printer
COM4:  Serial Port
FILE: Print to File
USB003  Virtual printer port for USB
USB002_ Virtual printer port for USB E
SCdl USBOOL  Virtual printer port for USE
TPVM:  ThinPrint Print Port for VMw..

[ Addpor.. [ Dpeleteot | [ configurePort.. |

Enable bidirectional support

Enable printer pooling

ok m;\m

We can see many usb ports if there is other usb printer used
in this PC. Select the unoccupied usb port and click “Apply”.

Remarks: Ensure the printer is power on & cable connects
to the computer for the 1st time use. Or we can not find “
USBO001” ; check if we can find “ USB Print supporting "in
below location :

Path: My Computer - Properties - Management - Devices
Manager - Universal Serial Bus Controller ), if not , please
recheck the cable and printer connecting way.

2: Click “ General "and let back to this step then “ Print Test
Page “.



YT Te— ﬁ_ﬁ

Generdl  Sharng | Pots | Advanced | Color Management | Securty | Device Seaings

Preferences. Print Test Page

[

If the print test page works well, that mean all setting is ok.

Remarks: If “ Printer Error “ , we should back to “ Ports” and
try the USB ports one by one until it is ok.

5.2.2 Ethernet Connection (If your desired port is Ethernet)
1: Get the IP address from a Self Printing Test Paper

Switch off the printer then press “FEED” button and do not
release. Press the “POWER” button at the same time till
the “ ERROR” indicators on, release the button about 1
second after the “ERROR” indicators off.

Then we can read the current setting from the self printing

page. ( Default IP Address is : 192.168.1.100 ) Open “ Pro-
perties” then click “ Ports ” ,as below images shown:



Printer Ports S

| Available port types:

PP |
ThinPrint Print Port Monitor for VMWare

New Port Type... New Pot... Cancel

COMZ— Senal Port
Serial Port
Serial Port

Add Port... Delete Port Configure Port...

Enable printer pooling

oK Cancel Aoply

2: Select “ Add Port’we can see below image.

Add Standard TCP/P Printer Port Wizard

Welcome to the Add Standard
TCP/IP Printer Port Wizard

This wizard helps you add a port for a network printer.

jing be sure that:

cted and configured.

To continue, click Nex.

3: Click “ Next ”, and enter into the printer IP address :



Add Standard TCP/IP Printer Port Wizard

port
For which devios 6o you want 10 add a pot?

Enter the Printer Name or IP address, and a port name for the desired device.

Printer Name or IP Address: 1921681100

Port Name: 1921681100

<Back Meat > Cancel

4: Next and choose “ Generic Network Card “ then click Next:

Add Standard TC

fIP Printer Port W

ormation
“The devios coud not be dentfied

The device is not found on the network. Be sure that:

The device is tuned on.

The network is connected.

The device is properly configured.

The address on the previous page is correct.

you think the address is not correct, click Back to return 1o the previous page. Then correct the
‘2ddress and perform another sesrch on the network. I you are sure the address 5 comest, select the
device type below.

Device Type

© Standard | Generic Network Card -

Custom

5: Then you can check the image as below:




Add Standard TCP/IP Printer Port Wizard

Completing the Add Standard TCP/IP
Printer Port Wizard

You have selected a port with the following characteristics.

SNMP Ne

Protocol RAW, Port 9100
Device: 1921631100

Port Name: 1681100
Adapter Type: Generic Network Card

To complete this wizard, click Finish,

<Back || Fnsh Cancel

6: Click Finished and we can check the added ports as
below image.

General | Shaing | Pots | Advanced | Color Management | Secuity | Device Settings

) Pos®
|| Print to the following portis). Documents will print to the first free
Il checked port.
Port Description Printer ‘e
coMé Serial Port
FILE Print to File
UsBoo1 UsB ERTEWLED POS-80
TPVM ThinPrint Print Port fo
£2]192.168.1, Standard TCP/IP Port
TPSPor TocalPort Thcrozoft XPS Docume
« 0 '
Add Port... Delete Port Configure Port...

Enable printer pooling




7: Let’'s back to “General’and click “Print Test Page ”.

a0 FOS-80 Properties

Generdl  Sharng | Pots | Advanced | Color Management | Securty | Device Seangs

- pos-

If the print test page works well, that mean all setting is ok.

We can also change the setting by “ Device Settings ”
( print method setting ,cash drawer setting, paper cutter
setting etc ) - As below image shown ;




) POS-80 Properties i)

General | Sharing | Ports | Advanced | Color Management | Securty | Device Settings

05-80 11.3.0.0 Device Settings
342 Form To Tray Assignment
Manuel Paper Feed: ZPrinter Paper80(72) x 3276mm)
= Installable Options
Print Speed: Fast mode
[T printas soft font [
Cash Drawer: print a5 image _ £2nting
Print method [T
Blank space at pa # Do not print
Feed distance sfter print: feed 27mm
Paper Cutting: After one page
| Beeper: Beep before every page
NV Logo: Do not print NV Logo
Character Set: PCA37

OK | [ Cancel || ooy

5.2.3 Serial Port Connecting ( If your desired port is
Serial )

1: Following “ Printer - Properties - Ports ” as below.

0 POS-80 Properties o)

General | Sharing | Pots | Advanced | Color Management | Securty | Device Settings

- Pos8

g port(s). D ts will p

checked port.

Description Printer g
Printer Port POS-58

Printer Port =
Printer Port

Serial Port
Serial Port
[] COM4: ~ Serial Port

[ Aarons ) [ peeeror ] [ Comtgmeron

e bidirection:

Enable printer pooling

o) o )




2: Select “COM1” - “Configure Port ” - default setting as below
image.

-COMl Properties } ? &J
Port Settings
Bits per second: ‘11520077‘
Data bits: (8 -
Porty: [None 7]
S —
‘ Restore Defaults ‘
[ ok ][ cancel |[ Appy |

We should refer to the default baud rate from the self test
page and input the same baud rate above or there will
be error in the printing. Once setting parameters confirm,
click “ Apply “ we come to below image:




General | Snamg | Pots | Advanced | Color | Secuty | Device Settngs

- PO

Print to the following port(s). Documents will print to the first free
I checked port.

Port Description Printer =
[ LPTL: inter Port POS80
Il LPT2:  Printer Port

LPT3; _ Printer Port
[z com:_ serial port i
TOMZ: Senal Port
COM3:  Serial Port
COMS:  Serial Port -

Add Port... Delete Port Configure Port...

Enable bidirectional support

Enable printer pooling

3: Back to “ General’and try “ Print Test Page” .

[ ==

General &m}’;ﬂmmmumw\m Dewce Setings

Location:

” Comment:

Model POS801000.7
Festures
Coler: No Paper available:
Double-sided: No ZPrinter Paper(30 x 2276mm)
Staple: No

Speed: Unknown
Maamum resolution: 203 dpi

Preferences... Print Test Page




If the print test page works well, that mean all setting is ok.
Try below setting if we the printing speed is too slow:

- “ Device Settings “ --- “Print Mode” ---- select “ Print as soft
font “.

5.2.4 Bluetooth port to be used (if you choose models
support Bluetooth printing).

1: Make sure you are using the device (such as a laptop) is
Bluetooth-enabled, then activate Bluetooth, Bluetooth star-

ted successfully, you can see the computer icon on
the bottom right of the display.

ev | 3 ELEY,

2:Power on the Bluetooth printer.

3:To add the Bluetooth printer, please left-click the,
hclick “Add a Bluetooth Device” ,then you will enter wizard
screen , please choose “My device is set up according and
ready to be found”’click “Next’(showed as below).



i
Windows

Professional

44 3 Bhuetooth Device
Show Blustooth Devices

Serd aFle.
Receive a Fle

Jon a Personal Area Network
Qpen Bustooth Settings

Remove Bustooth [con

Welcome to the Add Bluetooth
Device Wizard

Belore proceeding. refer 1o the “Bluetooth” s

ction of the
device documentation Then sel up your device 10 thal your
compuler can fnd i

Tunton
Make it dscoverable (viitie)
Give & a name (oplional]

~Fress the button on the bottom of the device
{keyboaids and mice on)

[ My device i sel up and ready 10 be found

D Add only Bluetooth devices thal you st

New> ] [ cCacel ]

4:if you can see screen as below,then the device is sear-
ching the bluetooth printer,please wait.




Add Bluetooth Device Wizard
Select the Bluetooth device that you want to add.

O

i) I ycu donit se the device that you want to sdd. make sure that itis
tuned on. Follow the selup rstiuctons that came with the device,
and then click Seaich Again

< Back Cancel

5:0nce the Bluetooth printer is found. You can see it lis-
ted on the screen, Here, for example,Bluetooth. Printer is
successfully found. Please click “-Bluetooth printer”, click
“Next”

Select the Bluctoath device that you want to add 9

6:Choose “Let me choose my own passkey”, then enter
“1234"(this is factory default passkey, if you want to change
it, you have to inform us to set the new passkey for you in



our factory before shipping),then click “Next”.

Add Bluetooth Device Wizard 3]

Do you need a passkey to add your device? 9"

To answer this question. refe to the "BIL
youe device. If the documentation specil

ion of the documentalion that came with
skey, use thal one

Choose a passkey for me
Use the passkey found i the documentation
) Let me chooss my own passkey 1234

Dontuse a

1) You should ahways use a passkey urless you device does nol suppor one. We
recommend using a passkey that s 8t 16 dghs fong. The longe: the passkey, the
more secure ¢ i be.

7:if you can see the screen as below, that means the Blue-
tooth printer is already connected. Please notice the assig-
ned COM ports ,then Click”Finish”.

Add Bluetooth Device Wizard

Completing the Add Bluetooth
Device Wizard

COM port

Leam more about Blustosth COM ports

(Note: The Bluetooth device will automatically assign a
COM port.)



8: Now if you want to test if the printer is OK to print, you
could use a com tool , and send printed data to Outgoing
COM port( just as above image shown: COMS5).

(Com tool setting is 9600,N,8,1.).

6. Ethernet IP Address Setting

According to the self-inspection page title selection me-
thod of IP Settings:

1. The 80 - Il shall apply.

If print by Ethernet interface, the printer needs to be modi-
fied Mac, IP, subnet mask, gateway, we can do it online,
please check the steps as follows:

1.1, Connect the printer with computer by crossover ca-
ble, such as a router connection, printer and computer
are both connected to the router.

1.2, Press the “FEED” button while turn on the printer
power switch, and when “PAPER OUT” indicator light,
release the “FEED” button, the printer will be printed a
self-test page, then you can check the relevant infor-
mation of printer as below image shown:




Command Standard: EPSON(ESC/FUS)

Print Mode: gga:a}ll(i;: I)dude

Print Speed: n/s(Max

Interface type: USB & Ethernet(10M/100M) &
Serial 115200,none,8,1
TCP/IP

ac Address: 00-01-E0-TZ-T0-
';P Address: 192-168-1-100
Netmask : 255-266-255-0
GateWay: 192-188-1-1
DHCP pisable

W bit image supported? Yes

1.3, Modify the IP address of the computer, make sure
that the printer is in the same network segment, and the
subnet mask and gateway should be the same as printer.
As shown in “image 6.2”, and then press the “OK”.

Internet Protocol (TCP/IP) Properties @@
General
You can get IP settings assigned automatically if your network supports

this capabilty. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

) Obtain an IP address automatically

IP address: 192.168. 1 . §
Subnet mask: 255.255.255. 0
Default gateway: 192 .168 . 1 . 1

(5) Use the following DNS server addresses:
Preferred DNS server: 202 . 9 .134 . 33

Alternate DNS server:

Adyanced...




1.4, Open the PC browser, enter the IP address into the PC
browser, (default IP address of printer is 192.168.1.100), as
below image shown:

@
Q- ) [ [B ) Psewer Jrrmes @ (- L F B
chess [ ] 1152, 168,110

Then you can check the “Ethernet Webset System” as below :

Ethernet WebSet System Version:1.0

Fthernet Information  View the conrent Information of Frhermet

1

1.5, Click “Configuration” , then you can set the Ethernet rela-
ted information settings, as shown in “Image 6.5”, modify each
one if you need and click “Save” button to save the settings.

Ethernet WebSet Svstem Version: 1.0

afoinsten Cenfigure Ethernet  Settings far the Ethermet
* Configmation
Buimter Test

DEOEEE D

3 0

1.6, Restart the printer, then you can enter the new IP



address into PC browser what you modify , to check the
new setting of printer. If all is ok, that means the IP setting
is successful.

1.7, You can make a print testing by “ Print Test” as below :

Ethernet WebSet System Version:1.0

2. Applicable to 80 -and 80 - IV IV - E

2.1 open the CD to find “tools” -- “Printer set tool” -"Prin-
ter tools-v3.1” for setting up the printer, open the software
below:

Printer Took_V3.1 L=
inter To




Step 1:
Select the port “ Ethernet”, and get the printer IP from Self-
test page.(the default IP address is 192.168.1.100).

Step 2:
Click the “Connection”, if success, it will be shown “ Discon-
nection”.

Step 3:

Can be modified the relevant parameter of printers ( IP, Sub-
net mask, Gateway, MAC), After all the setting are done,
please power off and restart the printer.

Step 4:

About the printer “Function Set”, you can set Print Mode
(Chinese/ASCII), Beep Set (ON/OFF), Cutter set (ON/OFF),
Print Density (Level 1 to Level 4), Serial Baud Rate (9600,
19200, 38400, 57600, 115200), Front set (Front_1, Front_2
and Front_3, ).

After all the setting are done, please power off and restart
the printer.

Step 5:

You also can do the “Factory Reset” and print the “Self-test
page” by this tool.

If all is done, please click “ EXIT” to close the tool



7. WIFI IP Address Setting.

The setting parameters of 80 WIFI thermal printer can be
done by the browser configured, the steps as below:

1. Connect the printer with PC and switch on the printer.
2. Find the wireless network and link it. Then find the file na-
med“ HF-LPB100” and link it — after successful connection ,

go to next step.

3. Enter the IP address ( 10.10.100.254 ) into the PC browser,
press Enter we can see as below:

Connect to 10.10.100.254

HF-A11

User name: € admin v
Password: essee

[IrRemember my password

Enter “ admin” for the user name and default password is also
“admin”. Press ok and then Next:



Select “AP+STA mode” , and save.

Note: When the module is selected to STA mode (NIC), then
re-start the module, you can not reuse the wireless configura-
tion, SSID number can not be found.

4. Select “ STA Setting ” as below;

HI-LPB100-AP

5. Then click “Scan”, it will appear selection as below:



Above are all your current wireless network, select one of your
wireless device available to be used, then click “ OK ”.

6. Input the correct configuration within the dialog, as below:.

Work Mod
STA Setting

STA setting is complete, click “save”.
7. Select “Other Setting”, setting as below:



After finish the setting, click “ Save”.
8. Restart the module, as below:

Restart Device

Restart

Module configuration is complete.
9. Click computer “Start”  “ Run”, Input word “CMD”, as
below:



Input “ping 192.168.1.105 -t” as below.

.

Return to the driver -” properties “ - “ port “-” add port “,
consistent with the add ports:



8.0Operating Manual for Android OS

This manual applies to all of our android OS compatible
printers ( both 58mm & 80mm width printer) Currently, the
common communication ports we used for android OS are
( USB, Ethernet, Bluetooth and WiFi ).

If you want to use Android Device connected with our prin-
ter, first of all make sure that printers can be supported
Android Operate System, proceed as follows ( Bluetooth
as example):

Step 1:
- Insert the CD driver disc into the CD-ROM, connect your
Android device with your computer;

Step 2:

- Find the File Named “ SDK” from the CD driver, Then
follow the path : “ Android SDK---BLUETOOTHDEMO
---bin---BT-POSPrinter APK “ , and install it into your An-
droid device.

Step 3:
- Connect your Android device with our printer once the
installation done .

Step 4:
/Y

- Find this icon »__4 on the Android device, and click
“Connect Printer” to search the Bluetooth printer, (Default



pairing password for Bluetooth connection is “ 1234” ) .
After the connection successfully, click on the “Print Test
Page”, the printer will work.

If you use the “Ethernet interface”, “USB”, “WIFI” commu-
nication, replace “BLUETOOTHDEMO” from “Step 2” into
the corresponding “NETDEMO”, “USBDEMO” and “WIFI-
DEMO”.

Please noted, the customers can get all the original code
from below path if you need to develop your own APK (
Path is src com : )z printdemo.

9.0perating Manual for IOS APP
1. Download the Test Tools “POS-PrinterV1.0” from App
Store,as below:

eeeco HEBE T 1512 @ 0 49% W )

pos-printerv1.0 1M ER

— POS-PrinterV1.0

RN~ gonghai wang l

W wer




2. Turn on the Bluetooth setting of IOS device , then click
“POS-Printer.

3. Into the App of “POS-Printer”, select the paper width as
below:




4. Select the way of communication of printers, “Bluetooth”
or “WIFI”:

nazaw

|




5, If connect with Bluetooth, then you can click “ Select
Printer” first, you will search the “Bluetooth Printer” (the
default name of printer is Bluetooth Printer), click it to be
connected.

@ % ook

=

<k Select Printer

6, If connect with WIFI, please make sure that your device
WIFI is connected with printer (both of them in the same
Network segment). And then click the “ Connect”, enter
into the printer IP :




Please input 1P address.

2681100

7, If above steps are successful, then you can print text to
have a test:

Bsiam

@5 ooxm—y
s8mm et printer
Hello

print Test SendHEX
Print Image mode Font Size
Print Codebar Print rcode
Open Casher Cut paper
Self Test Beep
Print Test Page Print inage



8, Other features of this APP:

1) Send HEX: In the text box, enter the hexadecimal data,
click “Send HEX”, then cansend text box hexadecimal data
to the printer.

2) Print Image mode: input data in the text box, click “Print
Image mode”, you will be able to convert the contents of
the text box into a image printed.

3) Open Casher: If your printer is connected with the cash
drawer, click “open casher”, the drawer will be opened
(portable printers without drawer interface, this feature
does not work).

4) Cut paper: After click on it, the paper will be feed out
and cut (portable printers, 58 series of printers without cu-
tter, this feature does not work).

5) Self Test: Click the “self-test”, the printer will print out
a self-test page (because the Bluetooth printer has been
connected to the device, then the Bluetooth name or MAC
address will be not displayed in the self-test page ).

6) Beep: Click the “Beep”, the printer will beep sound (por-
table printers, 58 series of printers without buzzer, this fea-
ture does not work).

7) Print test page: Click the “Print Test Page”, the text

will print a section of the test, to confirm that the printer is
connected and normal print successfully.



9. The applicable version: can be compatible with 10S6.0
or above versions.

10.General Troubleshooting.

1: Why serial port printer printing messy code?

A: Ensure the baud rate setting in the PC is same as the
printer baud rate. ( we can see printer baud rate from
self test page).

2: Self test page is ok,but printer does not work after
driver installation.

A: Recheck the installation according to above installa-
tion wizard and see if we selected the right port or ask
service center for advice if needed.

3: Cash drawer does not open?

A: Please enable the cash drawer function from device
settings and check the cable connecting way or contact
service center for advice if needed.

4: Malfunction of paper feeding?
A: Use soft brush to clean the paper sensor and try
again or send it to the service center for repair.

5: Messy code printing after a period of time
A: Interface board damaged , please replace or repair it.

6. Malfunction of the indicator light
A: Check the cable connecting way / adapter / power
cord / switch on or off? Or contact the service center



for repair.

7: Ethernet printer does not printer after linked with a
router.

A: Make sure the network cable and router port works
well, does the printer IP and router IP are on the same
network segment? Is the printer IP occupied by other
device ? We can modify the ip with the printer tools at-
tached in the cd disc. Or contact our service center for
help.

8: Messy code printing except Arabic numeral printing.
A: language switching incorrectly,please use the printer
tools attached in the CD disc. Then change the langua-
ge to “ASCII”.

9: Malfunction of the auto paper cutting

A: if the cutter doesn’t work, please check the printer
tools -Function Set - Cutter Set, and make sure the op-
tion is ON. Or contact the service center for help.

10: Red indicator keep flashing during the printing.

A: Usually it is due to the high temperature of the print
head. Just close printer for a while and let it cold down.
Or contact the service center for help.

11: Communication interrupts and can not print if many
printers work by Ethernet port at the same time.

A: First check the network to get the printer Ethernet ID,
to see if any conflicts of the Ethernet ID. Give a speci-
fied Ethernet ID to each printer to avoid this problem.



12: Printing speed is very slow for serial printer

A: follow this path and change the set accordingly : Dri-
ver -- Properties -- Device Settings

-- Print Mode -- Print as soft font.

13: Water or other liquid spills into the printer

A: Cut off the power,we can dry the main board or prin-
ter head with a hair dryer, careful of the temperature (
average 50 degree is ok ).

14: Print paper without any content (Blank).

A: 1.If the normal print is ok but self test page is blank
(no content), that mean the font is damaged, need to
replace the font chips. 2.If without any contents for both
normal print and self-test. Please replace head and try
again. Or contact with service center for help.

15: Reset the printer to factory default setting.
A: Please use the printer tools to reset. “Printer tool-
s”-"Factory Reset”.







Acerca del Manual

Gracias por la compra de la impresora térmica y de recibos
DAYIN 80 de Qian.

Este manual puede ayudarlo a aprender a usar eficiente-
mente el producto. Léalo por favor antes de usar el produc-
to y guardelo para futuras consultas.

Nota

Debido a nuestros constantes esfuerzos por mejorar la
funcién y el rendimiento del producto, nuestra compafia
se reserva el derecho de cambiar las especificaciones de
hardware y software en el manual sin previo aviso.

Si encuentra algun error u omision en el contenido de este
manual, por favor contactenos para asesorarlo adecuada-
mente, muchas gracias.

Sin la previa autorizacion por escrito de nuestra empre-
sa, los contenidos del manual correspondiente adjunto al
producto no se deben reproducir, transmitir, transcribir, al-
macenar, etc.

Declaracion

Este es un producto de tipo A, puede causar interferencia
de radio en su entorno, si este dispositivo causa interfe-
rencia que es indeseable por favor considere el uso del
producto donde no interfiera con otros dispositivos.



Consejos de Seguridad

Informacién importante destinada a garantizar el uso efectivo
de esta impresora.

Advertencia
Nunca intente tocar el cortador automatico o la sierra

de corte.
A Para evitar quemaduras, no toque el cabezal de la im-

presora.

A Por favor interrumpa la corriente de electricidad antes
de conectar o desconectar el cable de alimentaciéon de
la impresa.

Precauciones

1) Por favor conecte el cable de corriente a un voltaje estable
(110-220 V), no use otros dispositivos en la misma toma de
corriente para evitar fallas de voltaje.

2) Instale la impresora en una superficie plana y estable para
evitar que la impresora sufra vibraciones y choques.

3) Si se derrama agua u otro liquido en la impresora, desco-
necte el cable de alimentacién inmediatamente y pédngase en
contacto con su distribuidor o centro de servicio para obtener
asesoria.

4) Desconecte el cable de alimentacion si la impresora esta
inactiva durante mucho tiempo.

5) Asegurese de que el botdn del interruptor esté “apagado”
antes de enchufar el cable de alimentacion.



6) La impresora solo debe ser desmontada o reparada por
un técnico.

7) Siga estrictamente los consejos de uso recomendados de
este manual.

Informacion del producto

Caracteristicas principales de laimpresora térmica DAYIN 80
. Impresion de alta calidad, alta velocidad y gran estabi-

lidad;

*  Interfaz (Serial RS232 / RJ45 Ethernet/ USB / Bluetooth
/ Wifi)

. Dispositivos Android compatibles al conectarse por me-
dio de USB / Bluetooth / Wifi;

. Dispositivos I0S compatibles al conectarse por medio
de RJ45 Ethernet / Bluetooth / Wifi;

Método de impresion | Linea Térmica
Velocidad de impresién | 300 mm /seg (tipo 80-111); 250 mm / seg (tipo 80-)
Chino simplificado de 24x24 puntos. Soporta biblioteca

Fuentes
de fuente GB18030, admite Taiwan y HK tradicional
(fuente compleja), coreano y Japonés.

Tamaiio de caracter 576 puntos / linea 0 512 puntos / linea

Caracter ANK

Fuente A: 12 * 24 puntos, 1.5 (W) * 3.0 (H) mm

Fuente B: 9 * 17 puntos, 1.1 (W) * 2.1 (H) mm

Fuente C: 9* 24 puntos, 1.1 (W) *3.0 (H) mm
Simplificado / Tradicional: 24 * 24 puntos, 3.0 (W) * 3.0 (H) mm




Tabla de caracteres

OEM437 / Katakana / OEM850 / OEM860 / OEM863 /
OEM865

Europa occidental / griego / hebreo / Europa oriental /
Irdn /WPC1252 / OEM866 /

OEM852 / OEM858 /iran Il / letén / drabe / PT151,1251/
OEM747

/WPC1257 / Viietnam / OEM864 / hebreo / WPC1255 /
tailandés

Logotipo / Marca Descarga y soporte de impresién de logotipo o marca
comercial

Interfaz USB / Ethernet / Serial / Bluetooth / WIFI (opcional)

Comando de impresién | Comando ESC/POS

Tamanio de papel Ancho 79.5 + 0.5 mm (ancho de impresion 72 mm)

Didmetro del rollo 80mm

Grosor del papel 0.06-0.08 mm

Fuente de poder DC24V/2.5A

Cortador automatico | Completo / corte parcial

Tipo de cddigos UPC-A/UPC-E/ JAN13 (EAN13) / JANS (EANB) / cddigo
39/ITF / CODEBAR/ 2D cddigo de barras / c6digo 93 /
ddigo 128 / cédigo QR

Temperatura 0-45°C

Humedad 10-80%

Compatibilidad

Win2000 /Win2003 / Win XP / Win Vista / Win7 / win8 /
win10/ Linux




2. Puertos de comunicacion

2.1 Puerto USB (Universal serial bus)

Conecte la impresora con el cable USB estandar (los disposi-
tivos de tipo USB son automaticos), una vez que la impresora
esta conectado a la PC, instale el driver, luego elija el puerto
correspondiente en consecuencia.

2.2 Puerto Ethernet RJ45 (10M / 100M) (adecuado para
el tipo 80-lll)

Con este puerto, podemos usar el cable de red y conectar la
computadora directamente, la comunicacién y el nimero de
puerto es 9100;

2.3 Puerto serie RS232

RS-232 se desarrolla de acuerdo con la transmision asin-
cronica estandar de EIA, la especificacion de la siguiente
manera:

* Transmisién de datos: interfaz serial

« Sincronizacién: asincrénica

* Nivel de sefal: + 5.4V Nivel serie RS232, légica 1: -5.4v,
l6gica 0: + 5.4V

« Control de flujo de hardware: hardware

* Velocidad de transmisién: 9600bps a 115200bps (opcional)
* Longitud de datos: 8 bits

* Bit de parada de 1 bit: 1 bit

* Paridad: ninguna



El método de cableado de la impresora de interfaz en serie
sigue las reglas estandar de la interfaz en serie EIA estan-
dar. El consumidor puede obtener la velocidad de transmi-
sién predeterminada actual de “Imprimir pagina de prueba” y
también puede ajustar velocidad de transmision a través del
interruptor DIP (el interruptor DIP esta en la parte inferior de
la impresora).

3. Funciones basicas

3.1 Luz indicadora y estado de la impresora

La impresora tiene 3 indicadores LED (encendido / error
y falta de papel), el indicador de encendido se encendera
ya que la alimentacion esta enchufada. Y el LED de error
se encendera cuando surja algun error (falta de papel /
temperatura es demasiado alta /posicion incorrecta de la
unidad de carro en el cabezal de impresion); Podemos
presionar el boton “ALIMENTACION” para probar la ali-
mentacion del papel funcionan si el indicador de encen-
dido se ve bien.

3.2 Operacion de la impresora

» Encender: asegurese de que el adaptador esté conecta-
do correctamente con la impresora, presione el interruptor
en la posicion “1”.

» Apagar: Presione el interruptor en el otro lado “O”.

« Colocar papel: presione el botén “ALIMENTACION” el
papel comenzara a salir, y se detendra cuando deje de

presionar este boton.



* Prueba de auto impresion: apague la impresora, luego
presione el boton “ALIMENTACION” y no la suelte. presio-
ne el botén “POWER” al mismo tiempo hasta que se en-
cienda el indicador “PAPER OUT”, suelte el botdn y podra
ver la configuracion actual de la pagina de prueba.

* Impresion hexadecimal: apague la impresora, presione el
botén “ALIMENTACION” y no la suelte, presione “ENCEN-
DIDO” al mismo tiempo hasta que se encienda el indicador
“PAPER OUT”, suelte el boton “FEED” aproximadamente
3 segundos después de que se apaga el indicador “PA-
PER OUT”, la impresora se encuentra con el modelo de
impresion hexadecimal.

Para quitar el modelo de impresion hexadecimal, simple-
mente es necesario reiniciar la impresora.

4. Limpieza de la impresora

Es necesario limpiar el cabezal de impresion si se presen-
ta alguno de los siguientes problemas:

1. La impresion no es clara, pero el papel térmico esta
bien.

2. Algunas columnas en las paginas impresas no son
claras.

3. Alimentacion de papel ruidosa.



Pasos para limpiar el cabezal
1. Apague la alimentacién, abra la cubierta de la impresora
y retire el rollo de papel.

2. Espere un momento si acaba de terminar una impresion.

3. Utilice un cepillo suave o algodon sumergido en etanol
para limpiar el cabezal de impresion. Recuerde encender
el engranaje mientras se lubrica para garantizar una lubri-
cacion completa.

4. Cierre la cubierta una vez que haya terminado de lim-
piar e inténtelo mas tarde.

Precauciones:
Asegurese de que la impresora esté apagada durante el
mantenimiento.

Mantener manos u otras herramientas metalicas alejadas
de la superficie del cabezal de la impresora, no use pinzas
para rascar la superficie del cabezal de la impresora, ni
otras partes sensibles.

No utilice gasolina, acetona y otros solventes organicos
para limpiar el cabezal de la impresora.

5. Asistente de instalacion

5.1 Conexién de hardware
Asegurese de que todos los cables estén conectados co-
rrectamente (p. Ej., Adaptador / cables de interfaz / cable



RJ-11). Abra la cubierta y cargue los rollos de papel y el
cartucho (Posiciéon de carga de papel como se muestra a
continuacion).

4 X

5.2 Instalacion del controlador

1 - Ingrese al DC driver, haga clic en los archivos rela-
cionados (driver software de la impresora serie 58mm /
80mm) e instalelo. El idioma de instalacién se mostrara a
continuacion.

% User Account Control ==

¥, Do you want to allow the following program from an
/" unknown publisher to make changes to this computer?

Program neme:  POS Printer Driver Setup V11300.x¢
Publisher: Unknown
File origin Hard drive on this computer

¥/ Show details Yes No




Select Setup Language 23 |

| [d]| Select the language to use during the
installation:
|

[English ~|

2 - Seleccione el idioma que necesita y haga clic en el bo-
ton “Confirmar”, y como se muestra a continuacion, luego
haga clic en el botén “siguiente”.

§8 Setup - POS Series Printer Driver =

Welcome to the POS Series
Printer Driver Setup Wizard

This wil install POS Series Printer Driver verson 11.3.0.00n
y ter.

Itis recommended that you dlose all other apolications before
continuing.

Click Next to continue, or Cancel to ext Setup.

Next> | [ Concel |

3 - Por favor lea los términos cuidadosamente y seleccio-
ne “siguiente”.




§8 Setup - POS Series Printer Driver -

Printer

Blease read the following Licerse Agreement. You must accept the terms of ths
agrecment before continang with the installstion

[SOFTWARE LICENS

GREEMENT

© 1accept the agreement
1do not accept the agreement

<Bock (][ Mext> Cancel

4 — Haga clic en “siguiente” como se muestra a continuacion
(Se puede seleccionar la carpeta del driver o dejar la prede-
terminada).

§8) Setup - POS Series Printer Driver =
Printer
Setup wil install POS Series Prnter Driver into the following foider.

To continue, cick Next. If you would fike to select a dfferent folder, dick Bromse.

C:\POS Printer Driver ¥11.3.0.0 Browse. .

Atleast 13,3 M8 of free dsk space is required.

<Badk Mext > Cancel

5 — Haga clic en “siguiente” otra vez como se muestra a con-
tinuacion y seleccione “instalar”.



#8) setup - POS Series Printer Driver = =
Printer

Cick Tnstal to continue with the mstallsbion, or clck Back if you want to review or
change any setbngs.

Destnation locaton:
C:\POS Printer Driver V11,3.0.0

6 — Después de la instalacion, la interfaz relacionada se mos-
trara a continuacion, seleccione el sistema operativo de su
computadora y modelo de impresora, haga clic en “Puerto
USB para prueba”, si se comunica con el puerto USB, el
puerto USB de la computadora sera identificado automati-
camente. Haga clic en el botdn “siguiente paso” e instalelo
continuamente de la siguiente manera.

58 Oriver setup and config =

Select Operating System
Windows 2000 © Windows X Windows 2003
Windows Vista & Windows 7 Windows 8

" Windows 10

Select Pirter  [FOS30 Senes Prter  ~]

Prrter Port Settings

Pors -

Baud [ EEL |

7 Setas defout prrter W Ceate Shotcuts



7 - Haga clic en “comenzar instalacién” como se muestra a
continuacion y seleccione “instalar”.

[ g st e -

J Seleck Ooerinn Sk
& Windows Security :

=+ Don'tinstall this driver software

ck your manufacturer s website for updated dirver software

St ae defauk pirter ¥ Create Snodcuts

Bogn Setvp

8 — Para terminar la instalacién del driver haga clic en “OK”
se la siguiente manera.

0 POS-80 Properties o
General | Shamng | Pots | Advanced | Color Managemert | Securty | Dewce Settings
- fpos-20]
Location:
Comment
Modek: POS-8011300
Features
Color: No Paper available
Double-sided: No ZPrinter Paper(B0(72) x 3276mn
Staple: No
Speed: Unknown
Maximum resolution: 203 dpi




5.2.1 Conexion del puerto USB (si su puerto deseado es USB).
1: Abra “Propiedades” y luego seleccione “Puertos”.

0 POS-80 Properties

i)

|

|| s pose0

Print to the following port(s). Documents will print to the first free

checked port.

Port Description
COM4:  Serial Port
FILE: Print to File
USB003  Virtual printer port for USB
USB002_Virtual printer port for USE
Sedl USBOO1 _Virtual printer port for USB.
TPVM:  ThinPrint Print Port for VMw...

General | Sharing | Ports [ Advanced [ Color Management | Securty | Device Settings

Printer

[ Addpor.. | Dpeleteport

Enable bidirectional support

Enable printer pooling

ok m;\m

Configure Port.. |

Se muestran varios puertos USB, si hay otra impresora co-
nectada por USB seleccione el puerto USB desocupado y

haga clic en “Aplicar”.

Observaciones: asegurese de que la impresora esté encen-
dida y que el cable se conecte a la computadora por primera
vez. Si no encuentra “USB001”; compruebe si puede encon-
trar “Soporte de impresion USB” de la siguiente manera.

Ruta: Mi PC - Propiedades - Administracion - Administrador
de dispositivos - Universal Serial Bus Controller, de no ser
posible, favor de verificar que los cables estén conectados

correctamente.



2: Haga clic en “General” y luego seleccione “Imprimir pagina

de prueba”.
e r— PR ==
e R P WT“

- pos-2o} |

Preferences. Print Test Page

[

Si la impresién de prueba es correcta, significa que los ajus-
tes fueron aplicados.

Observaciones: si aparece “Error de impresora”, debe volver
a “Puertos” y probar los puertos USB uno por uno hasta que
esté bien.

5.2.2 Conexion Ethernet (si su puerto deseado es Ethernet)
1: Obtenga la direccion IP de un papel de prueba de auto
impresion.

Apague la impresora, luego presione el botén “FEED” y no la

suelte. Presione el boton “POWER” al mismo tiempo hasta que
se enciendan los indicadores “ERROR”, suelte el botdn aproxi-



madamente 1 segundo después de que se apaguen los indica-
dores “ERROR”. Luego puede ver la configuracion actual desde
la pagina de auto impresion. (La direccion IP predeterminada es:
192.168.1.100). Abra “Propiedades” y luego haga clic en “Puer-
tos”, como se muestra a continuacion en las iméagenes:

Printer Ports ——

| Avsitable port types

Local Port
[Starsclard TCP/IP |

| Thinerint Print Port Monitor for YMWare

New Port Type... New Pot... Cancel
COMZ— Senal Port
COM3:  Serial Port

COM4:  Serial Port

Add Port... Delete Port Configure Port...

Enable printer pooling

oK Cancel Aoply

2: Seleccione “agregar puerto” como se muestra a continuacion.

Add Standard TCP/P Printer Port Wizard

Welcome to the Add Standard
TCP/IP Printer Port Wizard

This wizard helps you add a port for a network printer.

uing be sure that:

ed and configured.

To continue, click Nex.




3: Haga clic en “siguiente” e ingrese la direccion IP de la im-
presora:

Add Standard TCP/IP Printer Port Wizard

port
For which device do you wart 10 264  port?

Enter the Printer Name or IP address, and a port name for the desired device.

Printer Name or IP Address: 1921681100

Port Name: 1921681100

<Back Meat > Cancel

4: Haga clic en “siguiente” y seleccione “Generic Network
Card” y luego haga clic en “siguiente”.

Add Standard TCR/IP Printer Port Wizard

ormation
“The devios coud not be dentfied

The device is not found on the network. Be sure that:

1. The device is tumed on,

2. The network is connected.

3. The device is properly configured

4. The address on the previous page is correct.

think the address is not cormect, cick Back to return to the previous page. Then correct the
ind perform ancther sesrch on the network.  you are sure the address = comrect, select the

device type below.

Device Type

© Standard | Gemeric Network Card -

Custom

5: Seleccione finalizar como se muestra a continuacion.



Add Standard TC

Completing the Add Standard TCP/IP
Printer Port Wizard

You have selected a port with the following characteristics.

SNMP Ne
Protocol RAW, Port 9100
Device: 1921631100

Port Name: 1921681100

Adapter Type: Generic Network Card

To complete this wizard, click Finish,

<Back || Fnsh Cancel

6: Haga clic en finalizar y puede comprobar que se ha agrega-
do el puerto correspondiente como se muestra a continuacion.

General | Shaing | Pots | Advanced | Color Management | Secuity | Device Settings
) Pos®
|| Print to the following portis). Documents will print to the first free
Il checked port.
Port Description Printer ‘e
coms Serial Port
FILE Print to File
UsBoo1 UsB ERTEWLED POS-80
TPVM: ThinPrint Print Pot fo...
£2]192.168.1, Standard TCP/IP Port
TPSPor TocalPort Ticresoft XPS Docume
« 0 '
Add Port... Delete Port Configure Port...
Enable printer pooling
| [ ok ][ Canca Aoply




7: Regrese a “General” y haga clic en “Imprimir pagina de

prueba”.

a0 FOS-80 Properties

Generdl  Sharing | Pots | Advanced | Color Management

- pos-:
Location
Comment
Modet POS-4011300
Features
Color: No Paper availsbie |
Double-sded: N ZPrinter Paper(30(72) x 3276mn |
Staple: No
Speed: Unknown
Masimum resolution: 203 dpi
—— ‘
[k Cancel

—
Secuty | Devics Sengs

Si la impresién de prueba es correcta, significa que los ajus-

tes fueron aplicados.

También puede cambiar la configuracion mediante “Configu-
racion del dispositivo” (configuracion del método de impre-
sién, configuracion del cajon de efectivo, cortador de papel,
configuracion, etc.): como se muestra a continuacion.




. —

POS-80 Properties

General | Sharing | Ports | Advanced | Color Management | Securty | Device Settings

) POS-80 11.3.0.0 Device Settings
342 Form To Tray Assignment

Manuel Paper Feed: ZPrinter Paper80(72) x 3276mm)
= Installable Options

Print Speed: Fast mode

[T printas soft font [

Cash Drawer: print a5 image _ £2nting

Print method [ty

Blank space at page's end: Do not print

Feed distance sfter print: feed 27mm

Paper Cutting: After one page
| Beeper: Beep before every page

NV Logo: Do not print NV Logo

Character Set: PCA37

OK | [ Cancel || ooy

5.2.3 Conexion del puerto serial (si su puerto deseado

es serial)
1: Siga los pasos que se muestras a continuacion “Impresora

— Propiedades — Puertos”.
i)

General | Sharing | Pots | Advanced | Color Management | Securty | Device Settings

9 POS-80 Properties

- Pos8

Print to the following port(s). Documents wil pint to the firs free

checked p
| Port Description Printer o
[ Printer Port POS-58
i Printer Port B
i Printer Port
6] co
| Seraipor
Serial Port

[] COM4: ~ Serial Port

[ papone ) [ veeeren Coneron

Enable printer pooling

o) o )




2: Seleccione “COM1” — “configuracion de puerto”.

-COMl Properties } ? &J
Port Settings
Bits per second: ‘11520077‘
Data bits: (8 -
Porty: [None 7]
S —
‘ Restore Defaults ‘
[ ok ][ cancel |[ Appy |

Debe referirse a la velocidad de transmision predeterminada
de la pagina de autoevaluacién e ingresar la misma veloci-
dad de transmision arriba o habra un error en la impresion.
Una vez que confirme los parametros de configuracién, haga
clic en “Aplicar” como se muestra a continuacion.




T e

General | Shamng | Pots

Advanced | Color | Secuty | Device Settngs

POSs0

-

Print to the following port(s). Documents will print to the first free

I checked port.

Port Description Printer &
LPTL:  Printer Port POS80

I LPT2  Printer Port :
LPT3; _ Printer Port {

|7 com:  Seriai Port |
TOME: Senal Port
COM3:  Serial Port
COM#:  Serial Port o
Add Por... Delete Port Configure Port...

Enable bidirectional s

Enable printer pooling

3: Regrese a “General” y haga clic en “Imprimir pagina de

prueba”.
ey e

General | Shamg fﬁ-‘jmmiuwmw\m Devce Settngs

_‘K“ POSaE0

Location:

” Comment:

Model POS801000.7
Festures

Coler: No Paper available:
Double-sided: No

Staple: No

ZPrinter Paper(80 x 3276mm)

Speed: Unknown
Maamum resolution: 203 dpi

Preferences...

Print Test Page




Si la impresién de prueba es correcta, significa que los ajus-
tes fueron aplicados.

Pruebe la siguiente configuracion si la velocidad de impre-
sion es demasiado lenta:

- “Configuracion del dispositivo” -"Modo de impresion” - se-
leccione “Imprimir como fuente suave”

5.2.4 Conexién por Bluethooth (si su dispositivo per-
mite impresién por Bluetooth)

1: Asegurese de que esta utilizando el dispositivo (como
una computadora portatil) con Bluetooth, luego active
Bluetooth, si el Bluetooth se inicié correctamente, puede

ver el icono de la computadora en la parte inferior
derecha de la pantalla.

2: Encienda el Bluetooth en la impresora.

3: Para agregar la impresora Bluetooth, haga clic con el
botdn izquierdo en “Agregar un dispositivo Bluetooth”, lue-



go seleccione “Mi dispositivo esta configurado de acuerdo
y listo para ser encontrado”, haga clic en “Siguiente” como
se muestra a continuacion.

]
Windows

Professional

204  Bhuetooth Device
Show Blustooth Devices

Serd aFle.
Receive a Fle

Jon a Personal Area Network

Qpen Blueto

ettngs

Remove Bustooth [con

Welcome to the Add Bluetooth
Device Wizard

Before proceeding. fefer o the “Blueloolh” section of the
wvice documenlalion Then sel up your dsvice £0 thal your
compuler can fnd it
Tunton
Make t discoverable (viibie)
al)
bottom of the device

Give & & narme (o
~Fress the button o
[keyboards and mi

[ My device i sel up and ready 10 be found

§  Add only Bluetooth devices thal vou st

New> ] [ cCacel ]

4: Si puede ver el siguiente mensaje, significa que se esta
buscando el dispositivo Bluetooth, por favor espere.



Add Bluetooth Device Wizard

Select the Bluetooth device that you want to add.

O

i) I ycu donit se the device that you want to sdd. make sure that itis
tuned on. Follow the selup rstiuctons that came with the device,
and then click Seaich Again

< Back Cancel

5: Una vez que se haya encontrado la impresora mediante
Bluetooth, la podra ver enlistada. Haga Clic en “Impresora
Bluetooth” y luego “siguiente”.

Select the Bluctoath device that you want to add 9

hat you wart 10 add. make sure that i
that Carme wath the device

6: Seleccione “Permitame elegir mi propia clave de ac-
ceso”, luego ingrese “1234” (esta es la clave de acceso
predeterminada de fabrica, si desea cambiarlo, debe in-



formarnos para configurar la nueva clave de acceso para
usted en nuestra fabrica antes del envio), luego haga clic
en “Siguiente”.

Add Bluetooth Device Wizard 3]

Do you need a passkey to add your device? 9"

To answer this question. refe to the "Blusto
your device. If the documentation specifies

section of the documentalion that came with
sckey, use thal cre.

Choase 8 passkey for me.

1 You shoudd abways uriess your device does rol suppod one We
i s o TR 1 ok i T o s ot e
more secure ¢ vl be.

[C<Back | mew> | [ Cocel

7: Si puede ver la pantalla a continuacién, significa que la
impresora Bluetooth ya esta conectada.Tenga en cuenta
los puertos COM asignados, luego haga clic en “Finalizar”.

Add Bluetooth Device Wizard

Completing the Add Bluetooth
Device Wizard




(Nota: el dispositivo Bluetooth asignara automaticamente
un puerto COM).

8: Ahora, si desea probar si la impresora esta bien para
imprimir, puede usar una herramienta de comunicacion y
enviar datos impresos a Puerto COM saliente (tal como se
muestra en la imagen de arriba: COMS5).

(La configuracion de la herramienta Com es 9600, N, 8,1.)

6. Configuracion de la direcciéon IP de
Ethernet

De acuerdo con el método de seleccion del titulo de la pagina
de autoinspeccion de la configuracion de IP:

1. Se aplicara el 80 - lll

Si imprime por interfaz Ethernet, la impresora necesita ser
modificada Mac, IP, mascara de subred, puerta de enlace,
hagalo en linea, verifique los pasos de la siguiente manera:

1.1 Conecte la impresora a la computadora mediante un ca-
ble cruzado, como una conexién de enrutador, ahora impre-
sora y computadora estan conectadas al enrutador.

1.2 Presione el botén “ALIMENTACION” mientras enciende
el interruptor de alimentacién de la impresora, y cuando el
encienda el indicador “PAPER OUT”, suelte el boton “ALI-
MENTACION”, la impresora imprimira una pagina de auto-
comprobacién, luego puede verificar la informacion relevante
de la impresora como se muestra a continuacion:



Command Standard: EPSON(ESC/FUS)

Print Mode: gga:a}ll(i;: I)dade

Print Speed: n/s(Max

Interface type: USB & Ethernet(10M/100M) &
Serial 115200,none,8,1
TCP/IP

ac Address: 00-01-E0-TZ-T0-
';P Address: 192-168-1-100
Netmask : 255-266-255-0
GateWay: 192-168-1-1
DHCP pisable

W bit image supported? Yes

1.3 Modifique la direccidn IP de la computadora, asegurese de que
la impresora esté en el mismo segmento de red y la mascara de
subred y la puerta de enlace deben ser las mismas que las de la im-
presora. Como se muestra a continuacién y luego haga clic en “OK’.

Internet Protocol (TCP/IP) Properties @@
General
You can get IP settings assigned automatically if your network supports

this capabilty. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

) Obtain an IP address automatically

@) ilize the Following 17 address:

IP address: 192.168. 1 . §
Subnet mask: 255.255.255. 0
Default gateway: 192 .168 . 1 . 1

(5) Use the following DNS server addresses:
Preferred DNS server: 202 . 9 .134 . 33

Alternate DNS server:

Adyanced...




1.4 Abra el navegador de la PC, ingrese la direccion IP en el
navegador de la PC (la direccién IP predeterminada de la im-
presora es 192.168.1.100), como se muestra a continuacion:

@
Q- ) [ [B ) Psewer Jrrmes @ (- L F B
L - ER

Luego puede verificar el “Sistema de Webset Ethernet” como
se muestra a continuacion:

Ethernet WebSet System Version:1.0

Fthernet Information  View the conrent Information of Frhermet

« Iuformation
* Confipwation
- Prinrer

1.5 Haga clic en “Configuracion”, luego puede establecer la
configuracion de informacion relacionada con Ethernet, como
se muestra a continuacion, modifique cada una si es necesario
y haga clic en el botén “Guardar” para guardar la configuracion.

Ethernet WebSet Svstem Version: 1.0

» oo Cenfigure Ethernet  Settings far the Ethermet

DEOEEE D

152 fi6s 10 Saus

255 fa55 55 o Save

I3 11 o § Sae




1.6 Reinicie la impresora, luego puede ingresar la nueva
direccion IP en el navegador de la PC que modifique, para
verificar la nueva configuracion de la impresora.

Si todo esta bien, eso significa que la configuracion de IP es
exitosa.

1.7 Puede hacer una prueba de impresion mediante “Prueba
de impresion” de la siguiente manera:

Ethernet WebSet System Version:1.0

2. Aplicable a80-y 80 -IVIV-E

2.1 Abra el CD para buscar “herramientas” - “Herramienta
de configuraciéon de impresora” - “Herramientas de impre-
sora-v3.1” para configurar la impresora, abra el software a
continuacion:




= Printer Took V3.1 (=]

worr

Paso 1: Seleccione el puerto “Ethernet” y obtenga la IP de la
impresora desde la pagina de autocomprobacion.
(la direccién IP predeterminada es 192.168.1.100)

Paso 2: Haga clic en “Conexion”, si tiene éxito, se mostrara
“Desconexion”.

Paso 3: Se puede modificar el parametro relevante de impre-
soras (IP, mascara de subred, puerta de enlace, MAC), des-
pués de todo el ajuste hecho, apague y reinicie la impresora.

Paso 4: Acerca del “conjunto de funciones” de la impreso-

ra, puede configurar el modo de impresion (chino / ASCII), el
conjunto de pitidos (activar / desactivar), el conjunto de corte



(ACTIVAR / DESACTIVAR), Densidad de impresion (Nivel 1
a Nivel 4), Velocidad de transmisién en serie (9600, 19200,
38400, 57600, 115200), Delantero set (Front_1, Front_2 y
Front_3,).

Después de completar todos los ajustes, apague y reinicie
la impresora.

Paso 5: También puede hacer el “Restablecimiento de fa-
brica” e imprimir la “pagina de autocomprobacién” con esta
herramienta.

Si todo esta hecho, haga clic en “SALIR” para cerrar la he-
rramienta.

7. Configuracion de la direccion IP WIFI.
Los parametros de configuracion de la impresora térmica
WIFI 80 pueden realizarse mediante el navegador configu-
rando, los pasos a continuacion:

1: Conecte la impresora a la PC y encienda la impresora.

2: Encuentre la red inalambrica y vinculela. A continuacion,
busque el archivo llamado “HF-LPB100” y vinculelo, después
de haberlo realizado la conexion correctamente, vaya al si-

guiente paso.

3: Ingrese la direccion IP (10.10.100.254) en el navegador de



la PC, haga clic en “Enter”, se muestra lo siguiente:

Connect to 10.10.100.254

HF-A11
User name: € admin v
Password: essee

[IrRemember my password

Ingrese “admin” para el nombre de usuario y la contrasena
predeterminada también es “admin”. Haga clic en “ok” y lue-
go “Siguiente”.

Seleccione “Modo AP + STA” y guardelo.
Nota: Cuando el médulo se selecciona en modo STA (NIC),
reinicie el médulo, no puede reutilizar la configuracion inalam-



brica o no se puede encontrar el nimero SSID.
4: Seleccione “Configuracion de STA” como se muestra a
continuacion:

TP LPBI00A =3

5: Haga clic en “Scan” aparecera la seleccion de la siguiente
manera:

Please select your current wireless network

Arriba esta toda su red inaldmbrica actual, seleccione uno
de sus dispositivos inalambricos disponibles para usar, luego

haga clic en “Aceptar”.



6: Ingrese la configuracion correcta dentro del dialogo, como
se muestra a continuacion:

Work Mod
STA Setting

La configuracion de STA esta completa, haga clic en “guar-
dar”.

7: Seleccione “Otra configuracién”, como se muestra a con-
tinuacion:

Other Setting

Después de finalizar la configuracion, haga clic en “Guardar”.



8: Reinicie el médulo, como se muestra a continuacion:

Important notice:

you will need ta re-dogin the configuration
ommende to restart after completing all

interface It i
‘configurati
Rex

rugt the network for a very shoet period, are you
Sure to restart now?

Restart

La configuracion del médulo esta completa

9: Haga clic en la computadora “Inicio”, “Ejecutar”, ingrese la
palabra “CMD”, como se muestra a continuacion:

Ingrese “ping 192.168.1.105 -t” como se muestra a continuacion




Silos detalles se muestran de la siguiente manera, significa que
la conexion esta bien.

192.168.1.165 —¢

Regrese al driver - “propiedades” - “puerto” - “agregar puerto”,
de acuerdo con los puertos de agregar.

8. Manual de funcionamiento para el
sistema operativo Android

Este manual se aplica a todas nuestras impresoras com-
patibles con Android OS (impresoras de 58 mm y 80 mm
de ancho). Actualmente, los puertos de comunicacion co-
munes que utilizamos para el sistema operativo Android
son (USB, Ethernet, Bluetooth y Wifi ).

Si desea utilizar un dispositivo Android conectado con
nuestra impresora, primero asegurese de que las impre-
soras son compatibles con el sistema operativo Android,
proceda de la siguiente manera (Bluetooth como ejemplo):



Paso 1:
- Inserte el disco del driver en el CD-ROM, conecte su dis-
positivo Android a su computadora;

Paso 2:

- Busque el archivo denominado “SDK” en el controlador
del CD, luego siga la ruta: “Android SDK - BLUETOOTH-
DEMO - bin - BT-POSPrinter. APK “ e instalelo en su dis-
positivo Android.

Paso 3:
- Conecte su dispositivo Android con la impresora una vez
realizada la instalacion.

Paso 4:
N

- Busque este icono »___4 en el dispositivo Android y
haga clic en “Conectar impresora” para buscar la impre-
sora Bluetooth, (La contrasefia de emparejamiento prede-
terminada para la conexién Bluetooth es “1234”). Después
de la conexion sea exitosa, haga clic en “Pagina de prueba
de impresion”.

Si utiliza la comunicacion “Interfaz Ethernet’, “USB”,
“WIFI”, reemplace “BLUETOOTHDEMO” de “Paso 2” en
el correspondiente “NETDEMO”, “USBDEMOQO” y “WIFIDE-
MO”.

Tenga en cuenta que se puede obtener el cédigo original

de la ruta a continuacion si necesita desarrollar su propio
APK propio (la ruta es: src - com — zj - printdemo).



9. Manual de funcionamiento para el
sistema operativo 10S

1. Descargue la aplicaciéon “POS-PrinterVV1.0” de App Sto-
re, como se muestra a continuacion:

eeeco HEBE T 1512 @ 0 49% W )
pos-printerv1.0 1M ER
J POS-PrinterV1.0 A
Q=) | gonghai wang 4

v ww e




2. Active la configuracion de Bluetooth del dispositivo 10S,
luego haga clic en “Impresora POS”.

3. En la aplicacion de “Impresora POS”, seleccione el an-
cho del papel de la siguiente manera:




4. Seleccione la forma de comunicacion, “Bluetooth” o
“WIFI™:

nazaw

|




5. Si se conecta con Bluetooth, puede hacer clic en “Selec-
cionar impresora” primero, es necesario buscar la “Impre-
sora Bluetooth” (el nombre predeterminado de la impre-
sora es Impresora Bluetooth), haga clic para conectarse.

anam @ % ook

<k Select Printer

6. Si se conecta con WIFI, asegurese de que su disposi-
tivo WIFI esté conectado con la impresora (ambos en el
mismo segmento de red). Y luego haga clic en “Conectar”,
ingrese la IP de la impresora:




Please input 1P address.

2681100

Cancel

7. Silos pasos anteriores son exitosos, puede imprimir tex-
to para realizar una prueba.

[T Bsiam @5 ooxm—y

s8mm et printer
Hello

Print Text

SendHEX
Print Image mode Font Size
Print Codebar Print rcode
Open Casher Cut paper
Self Test Beep
Print Test Page Print inage



8. Otras caracteristicas de esta aplicacion:

1) Enviar HEX: en el cuadro de texto, ingrese los datos
hexadecimales, haga clic en “Enviar HEX”, luego envie el
cuadro de texto y datos hexadecimales a la impresora.

2) Modo de impresion de imagen: ingrese los datos en el
cuadro de texto, haga clic en “Modo de imagen de impre-
sion”, podra convertir el contenido del cuadro de texto en
una imagen impresa.

3) Abrir cajon de dinero: si su impresora esta conecta-
da con el cajon de efectivo, haga clic en “open cashier”,
el cajén se abrira (en impresoras portatiles sin interfaz de
cajon, esta funcion no se aplica).

4) Corte el papel: después de hacer clic en él, el papel
saldra y se cortara (en impresoras portatiles e impresoras
de serie 58 sin cortador, esta caracteristica no funciona).

5) Autocomprobacion: haga clic en “autocomprobacion”,
la impresora imprimird una pagina de autocomprobacién
(porque la impresora Bluetooth se ha conectado al dis-
positivo, entonces el nombre de Bluetooth o la direcciéon
MAC no saldran en la pagina de autocomprobacion).

6) Bip: haga clic en “Bip”, la impresora emitira un pitido
(en impresoras portatiles e impresoras serie 58 sin timbre,
esta caracteristica no funciona).

7) Imprimir pagina de prueba: haga clic en “Imprimir



pagina de prueba”, el texto imprimira una seccion de la
prueba para confirmar que la impresora esta conectada y
la impresion normal se realiza correctamente.

9. Compatibilidad de la App: puede ser compatible con
I0S6.0 o versiones superiores.

10. Solucién de problemas generales

1: ¢Por qué la impresora de puerto serial imprime codigo
desordenado?

R: Asegurese de que la configuracion de la velocidad de
transmision de la PC sea la misma que la velocidad de la
impresora. (La velocidad de trasmisién se encuentra en la
pagina de autocomprobacion)

2: La pagina de autocomprobacion esta bien, pero la im-
presora no funciona después de la instalacién del contro-
lador.

R: Vuelva a verificar la instalacion de acuerdo con el
asistente de instalacion anterior y vea si se selecciono el
puerto correcto o pida consejo al centro de servicio si es
necesario.

3: ¢El cajon de efectivo no se abre?

R: Habilite la funcion de cajén de efectivo desde la confi-
guracion del dispositivo y verifique el cable de conexion o
pongase en contacto con el centro de servicio para obte-
ner asesoramiento si es necesario.

4: ¢Mal funcionamiento de la alimentacion de papel?



R: Use un cepillo suave para limpiar el sensor de papel e
intente nuevamente o envielo al centro de servicio para
reparar.

5: Impresion de cédigo desordenado después de un pe-
riodo de tiempo

R: La placa de interfaz esta dafiada, reemplacela o repa-
rela.

6: Mal funcionamiento de la luz indicadora

R: Verifique la conexion / el cable / el cable de alimenta-
cién / el interruptor de conexién del cable O contacta al
centro de servicio para reparacion.

7: La impresora Ethernet no imprime después de estar vin-
culada con un enrutador.

R: Asegurese de que el cable de red y el puerto del en-
rutador funcionan bien, ¢funciona la IP de la impresora y
la del enrutador? ;Estan en el mismo segmento de red?
¢La IP de la impresora esta ocupada por otro dispositivo?
Modifique la IP con las herramientas de la impresora co-
nectadas en el disco, o contacte nuestro centro de servicio
para obtener ayuda

8: Impresion de codigo desordenado, excepto la impresion
de numeros arabigos.

R: Cambio de idioma incorrecto, utilice las herramientas
de la impresora adjuntas en el disco CD. Luego cambie el
idioma a “ASCII".



9: Mal funcionamiento del corte automatico de papel

R: Si la cortadora no funciona, verifique las herramientas
de la impresora -Funciones - Set de cortadora, y asegure-
se de que la opcion esté activada. O comuniquese con el
centro de servicio para obtener ayuda.

10: El indicador rojo sigue parpadeando durante la impre-
sion.

R: Por lo general, se debe a la alta temperatura del cabe-
zal de impresion. Solo cierre la impresora por un momento
y deja que se enfrie. O comuniquese con el centro de ser-
vicio para obtener ayuda.

11: La comunicacion se interrumpe y no se puede impri-
mir si muchas impresoras funcionan por puerto Ethernet
al Mismo tiempo.

R: Primero verifique la red para obtener la ID de Ethernet
de la impresora, para ver si hay conflictos de Ethernet.
Proporcione una ID de Ethernet especificada a cada im-
presora para evitar este problema.

12: La velocidad de impresion es muy lenta para la impre-
sora en serie

R: Siga esta ruta y cambie el conjunto en consecuencia:
Controlador - Propiedades - Configuracion del dispositivo -
Modo de impresién: imprimir como fuente suave.

13: Se derrama agua u otro liquido en la impresora

R: Apague inmediatamente, puede secar la placa principal
o el cabezal de la impresora con una secadora de pelo,
teniendo cuidado con la temperatura (promedio de 50 gra-
dos esta bien)



14: Papel de impresion sin contenido (en blanco)

R: 1. Si la impresion normal esta bien, pero la pagina de
autocomprobacion esta en blanco (sin contenido), eso sig-
nifica que la fuente esta dafiada, necesita reemplazar los
chips de fuente.

2. Si no arroja ningun contenido para ambas impresiones,
normales y autocomprobacién, es necesario reemplazar
el cabezal e intentar nuevamente. O pédngase en contacto
con el centro de servicio para obtener ayuda.

15: Restablecer la impresora a la configuracion predeter-
minada de fabrica.

R: Utilice las herramientas de la impresora para reiniciar.
“Herramientas de la impresora” - “Restablecimiento de fa-
brica”.







